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36" Coverage Panels

  - All 36" coverage panels are based on 38"  sheet widths

  - Coverage width  +/- 1/4" tolerance

  - Length +/- 1/4” Tolerance

  - Panels cut and billed in 1" increments

  - A cut fee of $1.00 will be applied to any lengths below 3'0"

16" Coverage Panels

  - All 16" coverage panels are based on 17" sheet widths

  - Coverage width  & Length  +/- 1/4" tolerance

  - Minimum Length - 3'0"        - Maximum Length - 40'0"

  - Panels cut and billed in 1" increments
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Packaging

- Banding and paper wrap  No Charge

- Coversheet  $1.00 ft.

- Top and bottom coversheet  $2.00 ft.

- Crating for Mac-Loc Subject To Order Size

- Paper wrap for Mac-Loc  No Charge

- Stock trim metal cover sheets (25 Qty.)  No Charge

- Job-site delivery  All delivery fees will be based on the loaded mileage of the delivery.

- Parcel charge  (i.e. – UPS, Fedex) is based on parcel carrier rates plus a handling charge.

Note: Customers requesting job-site deliveries must have a mechanical lift to off-load materials. The job-site 

location must be accessible for tractor trailer access and weights up to 80,000 pounds. Barren County Metal 

reserves the right to refuse deliveries where unsafe or impassible conditions are present.

Job-Site Delivery

www.bcmmetal.com
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Material Handling
Receiving Material

General Handling

Using Slings

Slings should be used when lifting panels 20'-0" 

or greater.  Load should be lifted at its center 

of gravity.  We have taken the guesswork out of 

locating the center of the bundle by pre-marking 

it with a red arrow.  No more than 1/3 of the 

length of a bundle should be unsupported .  

Using two lifts is a good way to keep this 

distance. Do not transport un-banded bundles.

Caution

Improper loading and unloading of bundles and materials may result in bodily injury 

and/or material damage. Barren County Metal is not responsible for any bodily 

injuries and/or material damages resulting from improper loading and unloading.

Careful consideration should be taken when handling bundles to avoid damage. Special care 

should be taken to prevent bending of the panels and abrasions to the finish. Whenever 

possible, the bundle should remain in its original packaging until it is located in its place of 

storage. If bundles must be opened, we recommend repackaging before relocating.

It is the responsibility of the distributor or the installer to unload materials from the 

delivery truck. The distributor or installer is responsible  for providing suitable equipment 

for unloading materials from delivery truck. The distributor or installer is also responsible 

for checking to ensure all materials are unloaded before the delivery truck leaves.

Using Forks

The forks of a lift may be used for panels up to 20' 

long. The forks should be at their maximum separation.  

For your convenience & safety, our bundles come pre-

marked at the center.  Use the red arrow as a guide to 

lift and transport the bundle.  Do not transport un-

banded bundles.

Mechanical Handling

We strive for error free deliveries and service on each and every order.  We also understand 

that mistakes will happen.  Please contact us immediately upon receipt of materials if there is a 

mistake, damage, or problem of any kind.  All Claims of Damage, Shipping Errors, Incorrect 

Lengths, or any other mistakes with your order MUST be brought to our attention within 

thirty (30) days of the date on the original invoice.
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Material Handling
Manual Handling

Panels should be lifted from the bundle by at least two people, one on each end up to 10'- 0" in 

length. Additional help should be considered every 10'- 0" for longer panels.

Lift panels by gripping the edge and raising one side until it is off the bundle and slowly pivot 

the other side until it is also away from the bundle. This prevents the corners of the panel 

from scratching the remaining material.

Incorrect

Correct
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Material Handling
Manual Handling

Incorrect

Special care should be taken when handling painted steel to prevent scratching. Clean 

gloves are recommended to prevent reactions with salts found on skin and to reduce injuries. 

Installers should wear rubber soled shoes to keep from scuffing material while walking on a 

roof.

Panels should be carried by gripping the edge of the panel so that it is vertical to the ground. 

The panel should not be carried horizontal to the ground as this causes the panel to bend or 

buckle at the center.

Ordinary panels can be handled by someone placed every 8'- 0" -10'- 0" along the length of the 

panel. Longer lengths may require additional personnel.

Correct
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General

Storage

Do not leave in bad weather 

conditions

Do not leave panels or 

accessories unattended 

Avoid foot traffic on 

panels and trim 

Bundles should be stored above the ground, high enough to allow for air circulation and 

water drainage. One end of the stack should be elevated to allow moisture to run off the 

panels. It should also be covered loosely with a protective tarp. Do not use tight fitting 

plastic wrap as this could trap moisture and prevent it from evaporating. Panels should be 

stored indoors during inclement weather. Prolonged storage of panels is not recommended 

as it could cause extensive corrosion in a small amount of time.

Note: Barren County Metal does not warranty panels with degradation caused by:  moisture 

entrapment in bundles during transit or storage; a chemically aggressive environment 

containing fumes, ash, cement dust, carbon black, salts, or other chemicals, whether 

naturally occurring or caused by man; any environment described above or stated in our 

warranty.

Anchor

Panels

Elevate end of bundle

Anchor

Protective covering
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Cutting & Touch-up
Field Cutting

Touch - Up Paint

Caution:

All product surfaces should be debris free at all times. Installed surfaces should 

be cleaned at the end of each work interval. Never cut panels over metal surfaces.

Metal shavings will rust on the surface, voiding any warranties.

Metal cutting shears are recommended for field cutting panels and trim. Electric or manual 

shears can be used. Cutting the metal generates shavings which should be immediately removed 

from the panel.  These particles will damage the finish and cause surface rust.

The best way to remove metal fragments is by using an air gun to blow them off or by flipping  

the panel over and agitating it before installation. 

Panels can be turned over when cutting to allow the shavings to be brushed from the back 

side and avoid damage to the finished side.

Gloves and goggles should always be worn for protection while cutting metal panels and 

trim.

All painted materials have a factory applied baked - on finish. Small scratches or nicks may 

occur on the surface during handling and installing. Touch - up paint is available in matching 

colors. A small brush should be used on areas that need repair.

Aerosol paint should not be used for touch - up applications because of the overspray that 

may occur. Aerosol paint should only be applied to other materials that need to be color 

matched (i.e. – Roof Jacks, Vents, etc.) after being cleaned and prepared accordingly.

Caution:

Touch - up paint does not have the chalk and fade resistance of the factory applied 

finish and can discolor at an accelerated rate. All  paint needs to be shaken well 

and tested in an inconspicuous place to ensure correct color and finish.
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Screw Guide

Metal washer is slightly compressed 

with the neoprene washer slightly 

visible. This seal is correct and will 

be weather tight.

Metal washer is fully compressed 

with the neoprene washer extending 

past the edges. This seal will fail, as 

well as causing dents or pitting in the 

material.

Metal washer is not compressed 

onto the neoprene washer at all. 

This seal will also fail due to the 

lack of contact between the roofing 

and the washer itself.

Correct Seal Too Tight Too Loose

- Screws are the best option for panel and trim installation. Painted heads offer added protection over bare galvanized. 

  If attaching to wood, a metal to wood self-tapping screw should be used. If attaching to metal, a metal to metal

  self-drilling screw should be used. 

- The correct screw gun is also important to the proper installation of self-tapping or self-drilling screws. The 

  appropriate speed and torque setting will help prevent strip-out and damage to material coatings.

- Typically, 80 screws should be used per square of metal for 36" wide panels and 1 screw per linear foot for 16" 

  panels.

- Apply sufficient torque to seat the washer without overdriving the fastener.

- Make sure screw head is completely engaged in the socket to prevent wobbling. Metal shavings will build up from  

  drilling and should be removed, as this causes the head to not go down all the way in the socket.

- Push only hard enough on the screw gun to engage clutch. This will prevent excess friction and burn out of the drill

  point. Correct pressure will allow the screw to drill and tap without binding.

Screw Usage

Metal to Metal Self-Drilling

Metal to Wood Self-Tapping

Correct Seal Too Tight Too Loose

Be sure to remove all screw shavings from roof at the end of each work interval as this will cause rust 

and void any warranties.

Caution
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Eave Edge of Panel

Middle of Panel

A T T A C H M E N T  D E T A I L

S C R E W  P A T T E R N S

Slope

The minimum recommended slope for Mac-Rib Panels is 

1:12. Barren County Metal  recommends that in roof 

applications with a slope of 3:12 or less, Mastic Tape 

be used on all side laps.

Substructure

Mac-Rib Panels are designed to be utilized over open 

structural framing or a solid substrate.

Coverage

Mac-Rib Panels are offered in a ¾” rib height with a 

coverage of 36".

Length

Minimum factory cut length is 3'- 0". Maximum 

recommended panel length is 48'- 0". Longer panels 

require additional consideration in manufacturing, 

packaging, shipping and erection. Shorter Panels also 

require additional considerations. Please consult 

Barren County Metal for recommendations.

Fasteners

The Fasteners selection guide should be consulted 

for choosing the proper fastener for specific 

applications. Quantity and type of fasteners must meet 

necessary loading and code requirements.

Note: Panels are subject to surface distortion due to 

improperly applied fasteners. Overdriven fasteners 

will cause stress and induce oil canning across the 

face of the panel, See Fastener Detail.

Cut Fee

A Cut Fee of $1.00 will be applied to all panel lengths 

less than 3'0".

General Information

1. Section properties are calculated in accordance with the 2001 AISI North American Specification for the 

design of cold-formed steel structural members.

2. Va is the allowable shear.

3. Pa is the allowable load for web crippling on end and interior supports.

4. lx is for deflection determination.

5. Se is for bending

6. Ma is the allowable bending moment.

7. All values are for one foot of panel width.

¾”

9"

2 ¾”

36" Coverage

38" Panel Width

¾”

9"

2 ¾”

36" Coverage

38" Panel Width

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

#10 – Metal / Wood Screw

Mac-Rib Panel 29ga Technical Specifications

*Mac-Rib panel is also available in 26 ga. Please see a Barren County Metal associate for details.

 Lifetime Warranty Painted                                MAC-TEN                                         Galvalume

#10 – Metal / Wood 

Screw

Anti-Siphon Groove

Purlin 

Bearing Leg

#10 – Metal / 

Wood Screw

#10 – Metal / Wood 

Screw

Anti-Siphon Groove

Purlin 

Bearing Leg

#10 – Metal / 

Wood Screw

Section Properties

Ga.

29

FY 

(KSI)

80.0

Weight

(Ln.Ft.)

2

Va

kip/ft.

0.4160

Top In Compression

0.0100 0.0172

lx

(in. /ft.)

Se

(in. /ft.)
Pa_end

lbs/ft.

Pa_int

lbs/ft.

193.50 253.70 0.6170

Ma

kip in./ft.

Bottom In Compression

0.0060 0.0173

lx

(in. /ft.)

Se

(in. /ft.)

0.5100

Ma

kip in./ft.

Section Properties

Ga.

29

FY 

(KSI)

80.0

Weight

(Ln.Ft.)

2

Va

kip/ft.

0.4160

Top In Compression

0.0100 0.0172

lx

(in. /ft.)

Se

(in. /ft.)
Pa_end

lbs/ft.

Pa_int

lbs/ft.

193.50 253.70 0.6170

Ma

kip in./ft.

Bottom In Compression

0.0060 0.0173

lx

(in. /ft.)

Se

(in. /ft.)

0.5100

Ma

kip in./ft.4 3 4 3

Section Properties

Ga.

29

FY 

(KSI)

80.0

Weight

(Ln.Ft.)

2

Va

kip/ft.

0.4160

Top In Compression

0.0100 0.0172

lx

(in. /ft.)

Se

(in. /ft.)
Pa_end

lbs/ft.

Pa_int

lbs/ft.

193.50 253.70 0.6170

Ma

kip in./ft.

Bottom In Compression

0.0060 0.0173

lx

(in. /ft.)

Se

(in. /ft.)

0.5100

Ma

kip in./ft.4 3 4 3

Section Properties

Ga.

29

FY 

(KSI)

80.0

Weight

(Ln.Ft.)

2

Va

kip/ft.

0.4160

Top In Compression

0.0100 0.0172

lx

(in. /ft.)

Se

(in. /ft.)
Pa_end

lbs/ft.

Pa_int

lbs/ft.

193.50 253.70 0.6170

Ma

kip in./ft.

Bottom In Compression

0.0060 0.0173

lx

(in. /ft.)

Se

(in. /ft.)

0.5100

Ma

kip in./ft.4 3 4 3

*
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Mac-Rib 29ga Trim

Item
Description

Covers the ridge or hip of a

roof and is used in conjunction

with an Outside Closure. Can 

be vented using a Low Profile

Vented Closure or uni-seal.

RID 10'6"

Ridge Cap

Used to trim the edge of the 

roofing panel at the gable end 

of the roof. It is also used to

cap the corners of a building.

COR10

COR12

COR14

COR16

COR18

10'

12'

14'

16'

18'

Corner

Used to trim the edge of the 

roofing panel at the gable end

of the roof.

MINI10

MINI12

MINI14

MINI16

MINI18

Mini Corner

GT10

Gable Trim

HRAKE10

HRAKE12

HRAKE14

HRAKE16

HRAKE18

House Rake

DE

Oversized Drip Edge

10'

12'

14'

16'

18'

10'

12'

14'

16'

18'

10'

Used to trim the edge of the 

roofing panel at the gable end 

of the roof. It is also used to

cap the corners of a building.

10'

Used to trim the edge of the 

roofing panel at the gable end 

of the roof.

4"

4"

1"

1"
1"

1" ½" hem

4"

4"

1"

1"
1"

1" ½" hem

4"

4"

1"

1"
1"

1" ½" hem

½" hem

3"

3"

1"

1" 1"

1" ½" hem

3"

3"

1"

1" 1"

1" ½" hem

3"

3"

1"

1" 1"

1" ½" hem

½" hem

2-½"

3
-½

"

1"
1"

½" hem

2-½"

3
-½

"

1"
1"

½" hem

½" hem

2-½"

3
-½

"

1"
1"

½" hem

½" hem

½" hem

½" hem

1"
1"

1"

1"

4"

3"

 

½" hem

1-½"

1"

½"

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

Eave Trim

ET 10'

Protects the eave edge of a roof 

from siphoning water under the 

panel and is used in conjunction

with an inside closure. Also 

provides a finished look.

General Product ID Length

Protects the eave edge of a roof 

from siphoning water under the 

panel and is used in Conjunction

with an inside closure. Also 

provides a finished look.

2-¾"

4-¼"

1"

1"½" hem

3-½"    3-½"
2-½"                             2-½"

½ inch
½" hem½" hem

3-½"    3-½"
2-½"                             2-½"

½ inch
½" hem½" hem

Weight

8.63#

7.63#

9.16#

10.7#

12.2#

13.8#

6.46#

7.75#

9.04#

10.4#

11.7#

5#

7.05#

8.46#

9.86#

11.3#

12.7#

2.06#

5.72#

Drip Edge

Covers the ridge or hip of a

roof and is used in conjunction

with an Outside Closure. Can 

be vented using a Low Profile

Vented Closure or uni-seal.

EXRID106 10'6" 12.0#

Extra Wide Ridge Cap
6"        6"

4"                              4"

½ inch
½" hem½" hem

09
www.bcmmetal.com

½" hem
½"

2½"

3" Protects the eave edge of a roof 

from siphoning water under the 

panel and is used in conjunction

with an inside closure. Also 

provides a finished look.

OSDE10 10' 3.51#

Used to trim the edge of the 

roofing panel at the gable end 

of the roof. It is also used to

cap the corners of a building.

2.5COR10

2.5COR12

2.5COR14

2.5COR16

10'

12'

14'

16'

18'

6.46#

7.75#

9.04#

10.4#

11.7#

2½” Corner

2
½

"

1"

1" 1"

1" ½" hem

½" hem

2½"



Mac-Rib 29ga Trim

Item
Description

General Product ID Length

RGRD

Z - Bar

Prevents leakage at the point

of a roof where a high pitch 

meets a low pitch. Also known 

as endwall or lower gambrel.

Transition Flashing

TRANS10

Gambrel Flashing

Used where the upward slope

of a roof meets a wall and

where the side of a roof bumps

up against an adjacent wall.

GF

Side Wall Flashing

Prevents water from rushing

under the panels while

diverting the water off the

roof and is used in conjunction

with Uni-Seal.

SWF

W - Valley

WV10 10'

10'

10'

10'

Prevents leakage at the point

of a roof where a low pitch

meets a high pitch. Also known

as upper gambrel.

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

ZBAR 10' 

1-½"

1-½"

1"

½" hem

1-½"

1-½"

1"

½" hem

1-½"

1-½"

1"

½" hem

Rat Guard

½" hem 1-¾"

1"
1-½"

½" hem 1-¾"

1"
1-½"

6"

6"

6"

6"

½" hem

9" 9"
1-½"

riser9" 9"
1-½"

riser

Seals the bottom of panels at

the floor level, preventing 

rodents and insects from

entering the building.

10'

4"

½"

½" hem

4"

Creates a wainscot in a wall 

with either two sheets of metal 

or a sheet of metal meeting an

alternative material like brick

or stone.

2.79#

2.64#

6.75#

6.75#

5.40#

12.4#

1"

Weight

Chimney Flashing

flashes around a brick, block,

or stone chimney or wall.
CHIM 10' 

4"

½"

½" hem
1"

3-¼"
5.28#

Snow Rail
SNOW10

SNOW12

SNOW14

SNOW16

10'

12'

14'

16'

Keeps snow from falling from 

the roof in sheets.  Protects 

gutters & property.  Attaches 

to the panel with ¾” wood 

stitch screws.½
" 

h
e
m

½
" h

e
m

1" 1"

2-¼"1-¾"

3.35#

3.97#

4.65#

5.30#

Seals the bottom of panels at

the floor level, preventing

rodents and insects from

entering the building.

BA 10'

Base Angle

½" hem

½"
1"

1-½"

1"

1-½"

½"
1"

1-½"

½" hem

½"
1"

1-½"

½" hem

½"
1"

1-½"

2.06#
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Mac-Rib 29ga Trim

Item
Description

Wraps the jamb of a door while 

receiving a wall panel. Can

also be used as a fascia/

j-channel combo for overhang

applications.

OHDT10

OHDT12

OHDT14

OHDT16

10'

12'

14'

16'

Allows buildings to breathe at

the overhangs, creating

continuous airflow. 

Interlocking design Center 

vent

*This is NOT a stock item,  

Freight Charges May Apply

  please contact a salesman for lead times.

SOF144 12'

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

Overhead Door Trim

½" hem

1-⅞"

7-⅞"

⅞"

¾"

General Product ID Length

**Other sizes and colors available.

Vented Metal Soffit

8.22#

9.86#

11.6#

13.2#

Weight

12.2#

Keeps birds & pests from 

entering through the overhang 

spacing and provides an 

aesthetically pleasing 

appearance.

*Cut Fees apply

MACRIB 1'0"

Solid Metal Soffit

2.00#

Acts as a receiver for panels

around doors, windows and 

various other openings.

JC10

JC12

JC14

JC16

10'

12'

14'

16'

Jeff Channel for Metal

JEFCH10

Door Post Trim
15ANG

35ANG

55ANG

75ANG

10'

Receives a wall panel and a 

ceiling panel, taking the place

of using two J - Channels. Also 

receives soffit in external 

applications.

10'

10'

10'

10'

Wraps the jamb of a door and

can be used with a J - Channel.

J - Channel

½" hem

⅞"

1"

2-⅛" ½" hem

⅞"

1"

2-⅛"

½" hem

2-¼"

1"

3-⅛"

1¼"⅞"

⅞" 

2.94#

3.52#

4.11#

4.70#

5.72#

2.06#

3.23#

4.40#

5.43#

Jeff Channel for Vinyl

JEFVCH10 10'

Receives a wall panel and a 

ceiling panel, taking the place

of using two J - Channels. Also 

receives soffit in external 

applications.

½" hem

2-¼"

1"

3-⅛"

1¼"⅞"

⅝" 

5.72#
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Trims exterior and interior of

inside corners.

INCOR10

INCOR12

INCOR14

INCOR16

10'

12'

14'

16'

Inside Corner
7.63#

9.16#

10.7#

12.2#

½" hem

4"
4"

1"

1"

1"
1"

4"
4"

1"

1"

1"
1" ½" hem

4"
4"

1"

1"

1"
1" ½" hem

½" hem

4"
4"

1"

1"

1"
1" ½" hem

½" hem

4"
4"

1"

1"

1"
1" ½" hem



Corner

Transition 

Flashing

W/Vented Closures

 & Inside Closure 

J-Channel

Z-Bar

Eave Trim

Inside 

Corner

Door Post 

Trim

Gambrel

W/Vented Closure

 & Inside Closure

Track CoverBase 

Angle

Or  Rat Guard

Trim Applications
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Ridge Cap

W/Vented Closure

Mini Corner

Side Wall

W/Vented Closure

Drip Edge

Chimney 

Flashing

Fascia

W-Valley

W/Uni-seal

Trim Applications

13
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#12 - 1¼” 

Metal/Metal 

Self Driller

#12 – ¾” Stitch Screw

Mastic Tape Sealant 

(Roof Application)

Eave Edge of Panel

Middle of Panel

A T T A C H M E N T  D E T A I L

S C R E W  P A T T E R N S

1. Theoretical section properties have been  calculated per AISI 2001 “Specification for the design of cold-formed steel structural 

members.” ixx and sxx are effective section properties for deflection and bending.

2. allowable load is calculated in accordance with AISI 2001 specifications considering bending, shear, combined bending and shear, 

deflection and applicable testing when available. Allowable load considers the worst case of 3 and 4 equal span conditions. Allowable 

load does not address web crippling or fasteners support connection and panel weight is not considered.

3. Deflection consideration is limited by a maximum deflection ratio of l/180 of span.

4.  allowable loads do not include a 1/3 stress increase in uplift.

Slope

The minimum recommended slope for Hi-Rib Panels is

 ½ :12. Barren County Metal recommends that in roof 

applications, Mastic Tape be used on all side laps with 

stitch screws 1'- 0" on center.

Substructure

Hi-Rib Panels are designed to be utilized over open 

structural framing and can easily be used with a solid 

substrate.

Coverage

Hi-Rib Panels are offered in a 1 ¼” rib height with a 

coverage of 36".

Length

Minimum factory cut length is 3'- 0". Maximum 

recommended panel length is 48'- 0". Longer panels 

require additional consideration in manufacturing, 

packaging, shipping and erection. Shorter Panels also 

require additional considerations. Please consult 

Barren County Metal for recommendations.

Fasteners

The Fasteners selection guide should be consulted 

for choosing the proper fastener for specific 

applications. Quantity and type of fasteners must meet 

necessary loading and code requirements.

Note: Panels are subject to surface distortion due to 

improperly applied fasteners. Overdriven fasteners 

will cause stress and induce oil canning across the 

face of the panel, See Fastener Detail.

Cut Fee

A Cut Fee of $1.00 will be applied to all panel lengths 

less than 3'0".

General Information

12"

4"1-¼"

38" Panel Width

36" Coverage

Technical SpecificationsHi-Rib Panel  26ga

   Lifetime Warranty Painted              Galvalume   Lifetime Warranty Painted              Galvalume

#12 - 1¼” Metal/Metal Self Driller

Mastic Tape Sealant (Roof Application)

#12 – ¾” Stitch Screw

Allowable Uniform Live Loads PSF

(3 or More Equal Spans)

Section Properties

Ga.

26

Width

(in.)

36"

Yield 

Ksi

80

Weight 

(Ln.Ft.)

2.63

Top In Compression
Bottom in 

Compression

0.0360 0.0358 0.0313 0.0452

ixx

in4/ft

sxx

in3/ft

ixx

in4/ft

sxx

in3/ft

Inward (Gravity/Deflection) Load Outward Uplift (Stress) Load

2' 3' 4' 5' 6' 7' 2' 4' 5' 6' 7'

256 127 74 49 34 23 217 104 60 39 27 20

2'

Allowable Uniform Live Loads PSF

(3 or More Equal Spans)

Section Properties

Ga.

26

Width

(in.)

36"

Yield 

Ksi

80

Weight 

(Ln.Ft.)

2.63

Top In Compression
Bottom in 

Compression

0.0360 0.0358 0.0313 0.0452

ixx

in4/ft

sxx

in3/ft

ixx

in4/ft

sxx

in3/ft

Inward (Gravity/Deflection) Load Outward Uplift (Stress) Load

2' 3' 4' 5' 6' 7' 2' 4' 5' 6' 7'

256 127 74 49 34 23 217 104 60 39 27 20

2'

#12 - 1¼” Metal/Metal Self Driller

#12 – ¾” Stitch Screw

Mastic Tape Sealant (Roof Application)

#12 - 1¼” Metal/Metal Self Driller

#12 – ¾” Stitch Screw

Mastic Tape Sealant (Roof Application)

*Hi-Rib panel is also available in 29 ga. Please see a Barren County Metal associate for details.

*
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Hi-Rib 26ga Trim

Item
Description

HRRIDCAP 10'6"

Hi-Rib Ridge Cap

Used to cap the corner of a

building.

HRCOR10

HRCOR12

HRCOR14

HRCOR16

HRCOR18

HRCOR20

10'

12'

14'

16'

18'

20'

Hi-Rib Corner

HRGT10

Hi-Rib Gable Trim

HRDE10

Hi-Rib Drip Edge

Seals the bottom of panels at

the floor level, preventing

rodents and insects from

entering the building.

HRBA10 10'

10'

10'

Used to trim the edge of the 

roofing panel at the gable end 

of the roof.

½" hem

3-¼"

¾"
½" hem

3-¼"

¾"

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

Covers the ridge of a roof. Can 

be made up to a 3/12 pitch.
DFRC 3'

Die-Form Ridge Cap

Hi-Rib Eave Trim

HRET 10'

Hi-Rib Base Angle

Protects the eave edge of a roof 

from siphoning water under the 

panel and is used in conjunction

with an Inside Closure. Also 

provides a finished appearance.

General Product ID Length

Protects the eave edge of a roof 

from siphoning water under the 

panel and is used in conjunction

with an Inside Closure. Also 

provides a finished appearance.

3-½"

5"

1"½" hem

3-½"

5"

1"½" hem

3-½"

5"

1"½" hem

5" 5"

½" hem ½" hem

½" ½"

½" hem

¾"

3-¼"3-¼"

¾"

3-¼"

½" hem

¾"

3-¼"

½" hem

¾"

3-¼"

½" hem

¾"

3-¼"

3-½"

4-½"

1"

½" hem

3-½"

4-½"

1"

½" hem

½" hem

3-½"

4-½"

1"

½" hem

½" hem

3-½"

4-½"

1"

½" hem

½" hem

Seals the bottom of panels at

the floor level, preventing

rodents and insects from

entering the building.

HRRG10 10'

Hi-Rib Rat Guard

Hi-Rib Z - Bar

HRZB10 10' 

2-¼"

2-¼"

1-⅝"

½" hem

2-¼"

2-¼"

1-⅝"

½" hem

2-¼"

2-¼"

1-⅝"

½" hem

½" hem 2-¼"

2-¼"

½" hem 2-¼"

2-¼"

Creates a wainscot in a wall 

with either two sheets of metal 

or a sheet of metal meeting an

alternative material like brick

or stone.

6"

6"

1"

1" ½" hem

6"

6"

1"

1" ½" hem

6"

6"

1"

1" ½" hem

½" hem

6"

6"

1"

1" ½" hem

½" hem

Covers the ridge or hip of a

roof and is used in conjunction

with an Outside Closure. Can 

be vented using a Low Profile

Vented Closure.

1-⅝"

1-⅝"

1-⅝"

1-⅝"

1-⅝"

1-⅝"

1-⅝"

3-⅛"3-⅛"

Weight

12.1#

8.10#

11.5#

13.8#

16.1#

18.4#

20.7#

23.0#

7.33#

3.86#

7.33#

3.55#

4.18#

4.18#

15
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Hi-Rib 26ga Trim

Item
Description

HRJC10

HRJC12

HRJC14

HRJC16

10'

12'

14'

16'

Hi-Rib J - Channel

HRGF 10'

Hi-Rib Side Wall

HRSW10

HRWV10

Hi-Rib W - Valley

10'

10'

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

HRTRANS 10'

Hi-Rib Inside Corner

HRINC10 10'

General Product ID Length

Acts as a receiver for panels

around doors, windows and 

various other openings.

Prevents leakage at the point

of a roof where a high pitch 

meets a low pitch. Also known 

as endwall or lower gambrel.

Used where the upward slope

of a roof meets a wall and

where the side of a roof bumps

up against an adjacent wall.

Prevents water from rushing

under the panels while

diverting the water off the

roof.

Prevents leakage at the point

of a roof where a low pitch

meets a high pitch. Also known

as Upper Gambrel.

Trims exterior and interior of

inside corners.

9-¼"
1-½"

riser9-¼"
1-½"

riser 9-¼"9-¼"
1-½"

riser 9-¼"

1-½"

½" hem

1-⅜"

3" ½" hem

1-⅜"

3"

1-½"

½" hem

1-⅜"

3"

½" hem

½" 

hem

6"

6"

1"

1-⅝"

1"

1-⅝"

6"

6"

1"

1-⅝"

1"

1-⅝"

6"

6"

1"

1-⅝"

1"

1-⅝"

½" hem

½" 

hem

6"

6"

1"

1-⅝"

1"

1-⅝"

Weight

4.02#

4.82#

5.63#

6.43#

8.90#

8.90#

6.38#

13.6#

11.5#

4"

½"

½" hem

4"

1⅝"

HI - Rib Transition Flashing

Hi - Rib Gambrel Flashing

6"

6"

½
" 

h
e
m

For Hi-Rib Panel

Upper panel filler

Continuous adhesive

1 ½" Tall

100 per box

HROCG

Hi-Rib Outside Closure

with Adhesive

For Hi-Rib Panel

Lower panel filler

1 ¼" Tall

100 per box

HRIC

Hi-Rib Inside Closure

For Hi-Rib Panel

Upper panel filler

Continuous adhesive

1 ½" Tall

25 per box

HRLP

Hi-Rib Low Profile Vented 

Closure with Adhesive

6.50#

3.50#

6.00#

3'

3'

3'

* per box

* per box

* per box
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Item
Description

- Used on commercial or

  industrial buildings. 

- Connects end to end with a 2"

  overlap. 

- 26ga. Construction

GUT10

GUT12

GUT14

GUT16

GUT18

GUT20

10'2"

12'2"

14'2"

16'2"

18'2"

20'2"

Commercial Gutter

- Holds the outside edge of the

  gutter to the roof line and

  attaches under roof panels.

- To be used with Hi-Rib Panels

- 26ga. Construction

GUTSTRAP 1'

GUTEND

COMMRAKE10

COMMRAKE12

COMMRAKE14

COMMRAKE16

COMMRAKE18

COMMRAKE20

- Diverts water from the

  gutters to drainage systems.

- Connects to Commercial

  Gutters.

- Interlocks on the corner for

  a seamless appearance.

- 26ga. Construction

DOWNSP10

DOWNSP12

DOWNSP14

DOWNSP16

DOWNSP18

DOWNSP20

10'

12'

14'

16'

18'

20'

N/A

10'

12'

14'

16'

18'

20'

Caps the end of gutters

12" x 12"

26ga. Material

*Field bend application

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

General Product ID Length

DOWNSTRP 16"

Secures downspout to wall

1" Wide

1 Recommended every 5'

*Field bend application

Downspout

Gutter Strap

Gutter End*

Downspout Strap*

Hi-Rib 26ga Gutters &  A c c e s s o r i e sHi-Rib 26ga Gutters &  A c c e s s o r i e s

4"

Commercial rake

  

1"

¾"
 

 

 

 

 

 

¾"

1-½" 1-½"

1"

¾"
 

 

 

¾"

1-½" 1-½"

Interlocking hems

4"

4"

4"

 

4"

4"

4"

 

¾"

3-½"

4-½"

1"

5-⅜"

3-½"

¾"

3-½"

4-½"

1"

5-⅜"

3-½"

- Used to trim the edge of the 

  roofing panel at the gable end

  of the roof. 

- Sculpted to match Commercial

  Gutters.

- 26ga. Construction

½” hem

½
” h

e
m

1”

2”

2”

3½”

3½”

1⅝”

6”

Weight

12.7#

15.1#

17.6#

20.1#

22.5#

25.0#

1.04#

.756#

13.0#

15.6#

18.2#

20.8#

23.4#

26.0#

11.03#

13.3#

15.5#

17.7#

19.9#

22.1#

.336#
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1⅜"1⅜"

Middle of Panel

A T T A C H M E N T  D E T A I L

S C R E W  P A T T E R N S

1. Theoretical section properties have been  calculated per AISI 2001 “Specification for the design of cold-formed steel structural 

members.” ixx and sxx are effective section properties for deflection and bending.

2. allowable load is calculated in accordance with AISI 2001 specifications considering bending, shear, combined bending and shear, 

deflection and applicable testing when available. Allowable load considers the worst case of 3 and 4 equal span conditions. Allowable 

load does not address web crippling or fasteners support connection and panel weight is not considered.

3. Deflection consideration is limited by a maximum deflection ratio of l/180 of span.

4.  allowable loads do not include a 1/3 stress increase in uplift.

Slope

The minimum recommended slope for Mac-Loc Panels is 

3:12. 

Substructure

Mac-Loc Panels are designed to be utilized over a solid 

substrate.

Note: under certain conditions, Mac-Loc Panels can be 

used on open structural framing. See a Barren County 

Metal associate for details.

Coverage*

Mac-Loc Panels are offered in 1⅜" rib height with a 

coverage of 15½".

Length

Minimum factory cut length is 3'- 0". Maximum 

recommended panel length is 40'- 0". Longer panels 

require additional consideration in manufacturing, 

packaging, shipping and erection. Please consult 

Barren County Metal for recommendations.

Fasteners

The Fasteners selection guide should be consulted 

for choosing the proper fastener for specific 

applications. Quantity and type of fasteners must meet 

necessary loading and code requirements.

Note: Panels are subject to surface distortion due to 

improperly applied fasteners. Overdriven fasteners 

will cause stress and induce oil canning across the 

face of the panel, See Fastener Detail.

Allowable Uniform Live Loads PSF

(3 or More Equal Spans)

Section Properties

Ga.

26

Width

(in.)

16"

Yield 

Ksi

50

Weight 

(Ln.Ft.)

1.25

Top In Compression
Bottom in 

Compression

0.0157 0.0168 0.0163 0.0175

ixx

in4/ft

sxx

in3/ft

ixx

in4/ft

sxx

in3/ft

Outward Uplift (Stress) Load

0'-6"

86

1'-0"

71

1'-3"

64

1'-6"

56

1'-9"

46

2'-0"

42

Mac-Loc 26ga  Technical Specifications

*Mac-Loc panel is also available in 24 ga. Please see a Barren County Metal associate for details.

16" Panel Width*

General Information

*

   Lifetime Warranty Painted              Galvalume   Lifetime Warranty Painted              Galvalume

15½" Coverage*

Phillips Head 

Pancake Screw
Solid 

Substrate

Screw Leg

Screw Bead

18



Mac-Loc 26ga Trim

Item
Description

Covers the ridge or hip of a

roof and is used in conjunction

with a Z - Closure or Can be

vented using a Low Profile

Vented Closure & Clip.

SSRC 10'6"

Ridge Cap

SSDE

Drip Edge

SSWV 10' 

10'

½" hem

1-⅝"

3-¼"

¾"
½" hem

1-⅝"

3-¼"

¾"

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

Used to trim the edge of the 

roofing panel at the gable end 

of the roof.

SSRAKE

SSRAKE12

SSRAKE14

SSRAKE16

10'

12'

14'

16'

Rake Trim

SSSW 10'

Protects the eave edge of a roof 

from siphoning water under the 

panel. Also provides a finished 

appearance.

General Product ID Length

Used where the upward slope

of a roof meets a wall and

where the side of a roof bumps

up against an adjacent wall.

SSZC 10'

SSTRANS 10'

½" ½"
3" 3"

½" ½"

5-¾" 5-¾"

½" hem

SSCLEAT 10'

Protects the eave edge of a roof 

from siphoning water under the 

panel. Also provides a finished 

appearance.  Provides an anchor 

point for folded MAC-LOC 

panels.

SSCDE10 10'

1-½"
1-½"

3"1"

1"
¾"

½" hem

½" hem

Z - Closure

1-½"

1-½"

1-½"

½" hem

½" hem

Provides an anchor point for 

folded MAC-LOC panels.

Transition Flashing

Closes the gap made between

the panel and a trim piece when

not using Vented Closures. Can

be used under Ridge Caps, Hip

Caps, or Side Walls.

Side Wall

Prevents leakage at the point

of a roof where a high pitch 

meets a low pitch. Also known 

as endwall or lower gambrel.

W - Valley
Prevents water from rushing

under the panels while

diverting the water off the

roof.

6"

6"

½" hem

8-¾"
1-½"

riser8-¾"
1-½"

riser

4"

1-½"

½" hem

3¼"

8-¾"

1"

16.6#

16.5#

3.07#

7.67#

9.21#

10.8#

12.3#

6.91#

Weight

4.60#

9.98#

9.98#

4.60#

* per box
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4½"

1½" 2
½

"

½" hem
½"

Cleat Drip Edge

MAC-LOC Cleat

1"

1"

¾"



5-V  Panel                     29ga

#2 Non Warranty Galvalume           Technical Specifications

A T T A C H M E N T  D E T A I L

S C R E W  P A T T E R N

Slope

The minimum recommended slope for Corrugated 

Panels is 3:12. Barren County Metal recommends that 

in roof applications with a slope of 3:12 or less, 

Mastic Tape be used on all side laps.

Substructure

Corrugated Panels are designed to be utilized over 

open structural framing or a solid substrate.

Coverage

Corrugated Panels are offered in a ¼” rib height with 

a coverage of 24”.

Length

Corrugated Panels Come in 10’0”  and 12’0” lengths.

* A l s o  a v a i l a b l e  i n  C u s t o m  L e n g t h s

General Information

Corrugated Panel   29ga

#10 – Metal / Wood Screw

#2 Non Warranty Galvalume           Technical Specifications

#10 – Metal / Wood 

Screw

¼”

1¼”

26½” Panel Width

Slope

The minimum recommended slope for 5-V Panels is 3:12. 

Barren County Metal recommends that in roof 

applications with a slope of 3:12 or less, Mastic Tape 

be used on all side laps.

Substructure

5-V Panels are designed to be utilized over open 

structural framing or a solid substrate.

Coverage

5-V Panels are offered in a ³⁄₈” rib height with a 

coverage of 24”.

Length

5-V Panels Come in 10’0”  and 12’0” lengths.

* A l s o  a v a i l a b l e  i n  C u s t o m  L e n g t h s

General Information

³⁄₈”

A T T A C H M E N T  D E T A I L

#10 – Metal / Wood 

Screw

S C R E W  P A T T E R N

Eave Edge Of Panel

Middle Of Panel

Eave Edge Of Panel

Middle Of Panel

#10 – Metal / Wood Screw

20
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Screws &  F a s t e n e r s

Item
Description

Panel to Wood

#10 Diameter

1/4” Head

250 per bag

General Product ID Length

WS1

WS15

WS2

WS25

1"

1½"

2"

2½"

Metal/Wood Self-Tapping Screw

Panel to Panel or

Panel to Wood

#12 Diameter

5/16" Head

250 per bag

WSS34

Metal/Wood Stitch Screw

Panel to Metal

#12 Diameter

5/16" Head

250 per bag

MMS14

Metal/Metal Self-Drilling Screw

Panel to Wood

Phillips Head

250 per bag

PANSCR1

PANSCR15

Pancake Screw

Metal stud or

Track application

Phillips head

500 per pound

STUDSCRW

Stud Screw

Trim to Wood

15ga. Stainless Steel

For soffit and fascia

1/4 Lb. per box

TRIMNAIL

Trim Nail

Metal to Metal

Stainless steel

1/8" Diameter

100 per bag

RIVET

Pop Rivet

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

Box Count

3000

2500

2000

1500

2500

2500

5000

2500

10000

160

(approx.)

100

¾"

1¼"

1"

1½"

¼"

1¼"

N/A

Weight

2.19#

2.50#

3.13#

3.75#

2.50#

3.44#

1.75#

2.20#

.750#

0.25#

0.31#

* per bag

* per bag

* per bag

* per bag

* per box

Panel to Panel or

#14 Diameter

5/16" Head

250 per bag

HOGGWS1

HOGGWS15

HOGGWS2

Metal/Wood Hogg Screw

2000

1500

1500

1"

1½"

2"

3.25#

4.43#

5.56#

* per bag

* per bag

* per bag

*Special Order.  Freight Charges Apply.
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Item
Description

General Product ID Length

Reinforced white vinyl

6' Wide roll

6" Over lap tab

R6 Insulating factor*

2INSR10

Bubble Insulation

Fiberglass Insulation

NOTE: Other Lengths and sizes available. Please ask an associate for details. For the most current information visit our website.

100'

Insulation seam tape

Reinforced strands

3" Wide

16 per box

WMTAPE 150'

FOILTAPE 150'

Insulation seam tape

2" Wide

24 per box

DFTAPE

Foil Insulation Seam Tape

Multi - purpose

2" Wide

24 per box

Double Face Tape

75'

White Reinforced Metalized Tape

Insulation &  a c c e s s o r ie s

Foil / White

6' and 4' Wide rolls

3/16" Thick

R12 Insulating factor*

FOIL-6125

FOIL663

FOIL4125

125'

63'

125'

Reinforced white vinyl

6' Wide roll

6" Over lap tab

R10 Insulating factor*

3INSR10 100'

*Insulating values are based on  roof applications. Other variables can also effect the insulating value.

Foil / White

2 in.

3 in.

Bubble Insulation

Weight

26.0#

13.0#

17.5#

92.0#

122#

1.69#

1.18#

.50#
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Cupolas &  a c c e s s o r ie s

Item
Description

Clear or White*

100% Polycarbonate

Hail and wind resistant

For roof or walls

36" Wide

General Product ID Length

SKYC10

SKYC12

SKYC16

SKYW10

SKYW12

10'

12'

16'

10'

12'

Polycarbonate Skylight

NOTE: Other Lengths and sizes may be available. Please ask an associate for details. For the most current information visit our website.

Cast aluminum black finish

Compass included

Please call for available styles

WVSMALL 24"

Sky Light

Clear or White* 

100% Polycarbonate

Hail and wind resistant

For roof or walls

36" Wide

HRSKYC12

HRSKYW12

12'

12'

Clear

Virtually unbreakable

Hail and wind resistant

For use on ridge line

24" Wide

RIDLIGHT 10'- 6"

Polycarbonate Ridge Light

Mac-Rib Profile

Hi-Rib Profile

Cupola with Louvers

Cupola with Windows

29ga. Steel construction

Hemmed metal edges

Weathervane included

Adjustable base 1/12 to 6/12 pitch

Mounts on top of panels or purlins

Hardware included

Easy installation & set-up

Please call for available colors

Weathervane

General

29ga. Steel construction

Plexiglass windows

Hemmed metal edges

Weathervane included

Adjustable base 1/12 to 6/12 pitch

Mounts on top of panels or purlins

Hardware included

Easy installation & set-up

Please call for available colors

CUP4X4M

CUP3X3M

CUP2X2M 2' x 2'

Product ID Size

CUPW4X4M

CUPW3X3M

CUPW2X2M

*Not a stock Item 46"

30"WVLARGE

Item
Description

*Not a stock item

3' x 3'

4' x 4'

2' x 2'

3' x 3'

4' x 4'

Custom Cupolas are available.  

See salesperson for details,

 pricing, and color options.

Weight

6.00#

7.20#

9.60#

6.00#

7.20#

5.00#

6.70#

6.70#

5.25#

45.0#

Weight

11.0#

6.50#

104#

152#

55.0#

116#

179#

*Not a stock item

23
www.bcmmetal.com



Accessories

Item
Description

EPDM compound

¼”-26" Pipe diameter

Trim to suit opening

Flexible aluminum base

- 65  F to 275  F Rating

General Product ID Length

RUB3

RUB5

RUB8

RUB9

RUB10

¼” - 4"

4" - 7"

7" - 13"

10" - 18"

13" - 26"

Silicone compound

¼”-26" Pipe diameter

Trim to suit opening

Flexible aluminum base

-100  F to 500  F Rating

RUB3HT

RUB5HT

RUB8HT

Roof Jack*

Used for a weather head

¼”-9" Pipe diameter

Trim to suit opening

Flexible aluminum base

- 65  F to 275  F Rating

RUB101

RUB201

Hi - Temp Roof Jack*

Retro - Fit Roof Jack*

3/4" For Hi-Rib Panel

MASTIC38

Mastic Tape

Advanced Polymer

Matches panel color

Indoor / Outdoor

10.1 fl. oz.

MRS

Metal Roofing Sealant

100% Silicone

Indoor / Outdoor

10.1 fl. oz.

SILICONE N/A

Clear Silicone

*Other sizes are available. Please ask an associate for details. For the most current information visit our website.

¼” - 4"

4" -  9 ¼”

45'

N/A

3/8" For Mac-Rib Panel

MASTIC34 45'

¼” - 4"

4" - 7"

7" - 13"

16 Gauge 304 

Stainless steel

EPDM rubber seal

No silicone needed

SNOWGRD

Snow Guard

N/A

15 Per Box

10 Per Box

5 Per Box

5 Per Box

1Per Box

15 Per Box

10 Per Box

5 Per Box

5 Per Box

5 Per Box

*Color matched finish available

Box Count

50 Per Box

24 Per Box

12 Per Box

Weight

0.50#

0.95#

2.56#

3.86#

5.12#

1.10#

0.50#

1.60#

1.03#

1.10#

2.14#

0.50#

0.95#

2.56#

0.30#

40 Per Box

12 Per Box

Air dry formula

9 oz. Cans
PAINTSPR N/A

Spray Paint

0.89#12 Per Box

100% Silicone100% Silicone
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SSCLIP 3"

MAC-LOC Clip
Used with Mac-Loc Low 

Profile Vented Closures 

to attach trim pieces and 

seal the roof system.

0.20#100 Per Box



Closures F i t t e d  &  U n i v e r s a l

Item
Description

For Mac-Rib Panel

Upper  panel filler

Continuous adhesive

1" Tall

100 per box

General Product ID Weight

MROCG 6.00#

Mac-Rib Outside Closure 

with Adhesive

For Mac-Rib Panel

Lower panel filler

¾" Tall

100 per box

MRIC 3.00#

Mac-Rib Inside Closure

For Mac-Rib Panel

Upper panel filler

Continuous adhesive

1 ¼" Tall

25 per box

MRLP

Mac-Rib Low Profile Vented

Closure with Adhesive

For Hi-Rib Panel

Upper panel filler

Continuous adhesive

1 ½" Tall

100 per box

HROCG

Hi-Rib Outside Closure

with Adhesive

For Hi-Rib Panel

Lower panel filler

1 ¼" Tall

100 per box

HRIC

Hi-Rib Inside Closure

For Hi-Rib Panel

Upper panel filler

Continuous adhesive

1 ½" Tall

25 per box

HRLP

Hi-Rib Low Profile Vented 

Closure with Adhesive

For Mac-Loc Panel

Upper panel filler

Continuous adhesive

1 ¾" Tall

25 per box

SSLP

Mac-Loc Low Profile Vented 

Closure with Adhesive

Universal foam closure

Continuous adhesive

1" X 1"

UV Stable

UNISEAL .450#

Uni-Seal with Adhesive

NOTE: Please ask an associate for details. For the most current information visit our website.

5.50#

6.50#

3.50#

6.00#

5.50#

Length

3'

3'

20'

3'

3'

3'

3'

32"

* per box

* per box

* per box

* per box

* per box

* per box

* per box
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Sliding Door Track &  A c c e s s o r i e s

Item
Description

14ga. High carbon steel

2 -7/8" Diameter

7/16" Slot

Keyhole mounting

General Product ID Length

DT8

DT10

DT12

DT14

DT16

DT20

8'

10'

12'

14'

16'

20'

Door Track

Mounts a single run of

track w/out a cover

2' Spacing.

Attaches with lag bolts

DTB N/A

Door Track Bracket

FMB

Face Mount Bracket

DTBSU

Single Universal Bracket

Mounts on top of track 

board or on outer track 

for double track system, 

to hold track cover on

DBLTRKB

Double Track Bracket

TPMTBRK

Top Mount Bracket

NOTE: Please ask an associate for details. For the most current information visit our website.

N/A

N/A

N/A

Mounts a single run of

track with cover

2' Spacing.

Attaches with lag bolts

N/A

Mounts a single run of 

track w/out cover

Attaches with lag bolts

Mounts two parallel runs 

of track. If using cover 

apply Top Mount bracket

Attaches with lag bolts

Box Count

N/A

150

65

24

12

55

Weight

16.0#

20.0#

24.0#

28.0#

32.0#

40.0#

0.20#

0.40#

3.00#

0.30#

0.90#

Double Track Cover

DTC10 10'

1-½"

2"
7"

4-⅜"

1-½"½"

1-½"

2"
7"

4-⅜"

1-½"½"

1-½"

2"
7"

4-⅜"

1-½"½"

Used to cover sliding 

double door and track systems.

Attaches with a top mount

bracket on the outer track.

9.91#

Track Cover

TC 10'

Used to cover sliding 

door and track systems.

Attaches with a face mount

bracket.

1-½"

1-½" 7"

1-⅜"
½"

6.97#

Caps the end of the track

Two needed per track 

run

ENDCAP N/A

Track End Cap

20 0.30#
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Sliding Door Track &  A c c e s s o r i e s

Item
Description

9-½” Adjustable bolt

Holds 450 lbs per pair

Low friction Delrin 

rollers

1 Pair per bag

General Product ID Length

TROLLEY N/A

Trolley

Zinc-plated door straps

Holds 450 lbs per pair

Includes two end caps

Low friction Delrin 

rollers

TROLLEYB N/A

Trolley W/Bracket

DHANDLE

Door Handle

JLATC

7" Adjustable Jamb Latch

10ga. Zinc-plated steel

White vinyl-coated

Recessed bolt head

Adjustable from 2¾”-4¼”

GLATCH

Gate, Stall Latch

8ga. Zinc plated steel

Three way adjustable

2" Black roller

DSTOP

Adjustable Stay Roller

STAYROLL N/A

NOTE: Please ask an associate for details. For the most current information visit our website.

6-5/8"

N/A

N/A

White enamel finish

1 1/4"” x 6  5/8"

7"

Heavy duty base plate

Four mounting holes

Adjustable bolt

Right or left application

Reversible for either hand

½” x 10" Steel bolt

Can be padlocked

Door Stop

Box Count

50

2

60

16

20

18

12

Weight

4.50#

6.10#

1.90#

0.50#

1.70#

1.20#

1.00#

* per pair

* per pair

Connects one or more 

track end to end

Attaches to keyhole on

Track

SPCOLLAR N/A

Splice Collar

50 0.60#

Helps eliminate door 

rattle

Can be used with metal or 

wood frames.

CENTSNUG N/A

Center Door Snugger

16 2.00#
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Sliding Door Frames

Item
Description

General Product ID Length

Used for split doors

14ga. Aluminum White enamel 

finish

Slotted for 2x girts & top rail

Receives Mac-Rib panels

Couples the Side Rail & creates 

a tight seal

5 per box

SR8

SR10

SR12

SR14

SR16

HR8

HR10

HR12

HR14

HR16

BR8

BR10

BR12

BR14

BR16

29ga. Painted Steel

2 ½” Wide

Hemmed on each side

Easy installation

Color matched

NOTE: Please ask an associate for details. For the most current information visit our website.

8'

10'

12'

14'

16'

8'

10'

12'

14'

16'

8'

10'

12'

14'

16'

DF10

DF12

DF14

DF16

10'

12'

14'

16'

Used as the bottom frame of 

door

14ga. Aluminum White enamel 

finish

Slotted to receive Side Rail

Ledge to support Mac-Rib 

panels

Can be used with Guide Rail

Or Stay Roller

5 per box

Bottom Rail

Frames the sides of single 

doors 

14ga. Aluminum White enamel 

finish

Slotted for 2x girts & top rail

Receives Mac-Rib panels

10 per box

Side Rail

H - Rail

Cross Bucks

&  A c c e s s o r i e s

Weight

6.08#

7.60#

9.12#

10.7#

12.2#

7.44#

9.30#

11.2#

13.1#

14.9#

8.00#

10.0#

12.0#

14.0#

16.0#

2.06#

2.48#

2.89#

3.30#

Continuous guide system

Includes fasteners & brackets

Can be spliced end to end

Used in conjunction with 

bottom rail

Guide Rail

GRHRDWR 6' 11.0#
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Doors &  a c c e s s o r ie s

Item
Description

General Product ID

* Dimensions are rough openings.  Door series subject to change without notice. Please ask an associate for details. For the most 

current information visit our website.

Steel Door

Aluminum Door

- 16ga. Painted steel frame

- 26ga. Smooth steel skin

- 1-5/8" Insulated rolled-edge panel

- R-value of 12+

- Pre-hung 4-way universal swing

- 4" x 4" Stainless steel hinges

- 2-¾" Backset for standard lockset

- Adjustable strike plate

- Non-collapsible nylon lockset insert

3STEEL

Steel Door with Window

Steel Door with 9-Lite Window

4STEEL

4'

- Milled aluminum frame

- Textured steel skin

- 1-5/8" Insulated panel

- Right or left, in or out swing

- 4" x 4" Stainless steel hinges

- 2-¾" Backset for standard lockset

- 3-½" Universal pre-hung jamb

- Universal header and threshold

- Adjustable strike plate

- Non-collapsible nylon lockset insert

3ALUM

4ALUM49 ⁷⁄₈" x 82"

4'

Lockset

- 16ga. Painted steel frame

- 24ga. Smooth steel skin

- 20"x24" Window

- 1-3/4" Insulated rolled-edge panel

- In or out swing

- 4" x 4" Stainless steel hinges

- 2-¾" Backset for standard lockset

- 3-½" Universal pre-hung jamb

- Adjustable strike plate

- Non-collapsible nylon lockset insert

3STEELW

- 16ga. Painted steel frame

- 24ga. Smooth steel skin

- 9-lite panel

- 1-3/4" Insulated rolled-edge panel

- In or out swing

- 4" x 4" Stainless steel hinges

- 2-¾" Backset for standard lockset

- 3-½" Universal pre-hung jamb

- Adjustable strike plate

- Non-collapsible nylon lockset insert

3STEEL9

- Brushed nickel finish

- Stainless construction

- For doors 1-3/8" to 1-3/4 "

- 2-3/4" and 2-3/8" Backsets

- Keys included

LS

49 ¹⁵⁄₁₆" x 80 ⁷⁄₈"

Dimensions

37 ⁹⁄₁₆" x 81 ³⁄₁₆"

38" x 81³⁄₁₆"

38" x 81 ³⁄₁₆"

Steel Door 3'

38" x 81 ³⁄₁₆"

Aluminum Door 3'

Steel Door with Window 3'

Steel Door w/9-Lite Window 3'

N/A

* Weight

85.0#

105#

53.0#

65.0#

110#

110#

1.22#
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Item
Description

Heavy Duty Shear

Fits cordless and corded drills

18ga. Rating

Adjustable blade & aluminum 

arms

6 per box

General Box Count

6

Replacement blade set

Grease pack & allen 

wrench included

6

Turbo Shear HD

Carbon steel blades

Aluminum frame

Cuts Radiuses

Left or right cut

3

Turbo Shear Replacement Blades

Andy Snips

Replacement blades for

Andy Snips

Andy Snips Replacement Blades

Red handle

Left cut offset

With lock

6 per box

6

Malco Max 2006 Snips

Green handle

Right cut offset

With lock

6 per box

6

Yellow & black handle

Multi directional cut

With lock

6 per box

6

Malco Classic Grip

NOTE: Please ask an associate for details. For the most current information visit our website.

Magnetic hex head

1 5/8" Long

100 per container

100

 1/4" & 5/16" Premium Nut Setter

6

Tools &  A c c e s s o r i e s

High speed steel

2 ¾” Long

12 per package

12

1/8" Drill Bit

Malco Max 2007 Snips

12

Ratchet Strap

4" x 10' 

Double ply eye sling

Great for handling long panels

20,000 lb. Break strength

5,400 lb. Working load limit

2

Sling Strap

2" x 27' 

Ratchet assembly

Flat hooks

10,000 lb. Break strength

3,000 lb. Working load limit

Part Number

TSHD

TSHDRB

SNIP-ANDY

SNIP-RED

SNIP-GREEN

SNIP-YELLO

HEX14

HEX516

SNIP-ANDYB

DRILL

RATCHET

SLING

Weight

2.62#

.450#

1.25#

1.00#

1.00#

.875#

.038#

.044#

0.20#

.007#

5.42#

10.0#

* per pair
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Malco Drip Edge Folding Tool

18 Inch Seam Folding Tool

Use with Standing Seam Panels

Two Folding Seams (1" & 1½")

1"-folding edges-1½"

N/A FOLDER 3.7#



ValleyValleyValley

TransitionTransitionTransition

EaveEaveEave

HipHipHipRidgeRidgeRidge
Valley

Transition

Eave

HipRidge

NOTE: Please ask an associate for details. For the most current information visit our website.

Angle Calculator

Roof Slope

1:12 2:12 3:12 4:12 5:12 6:12 7:12 8:12 9:12 10:12 11:12 12:12

173°

170°

94°

Hip & Valley

Ridge

Eave & Transition

166°

161°

99°

160°

152°

104°

154°

143°

108°

148°

135°

112°

143°

127°

116°

138°

120°

120°

133°

113°

123°

129°

106°

126°

126°

100°

129°

123°

95°

132°

120°

90°

135°

8

7

6

5

4

3

2

1

Ridge Angle

1:12 – 170°

2:12 – 161°

3:12 – 152°

4:12 – 143°

5:12 – 135°

6:12 – 127°

7:12 – 120°

8:12 – 113°

8

7

6

5

4

3

2

1

Ridge Angle

1:12 – 170°

2:12 – 161°

3:12 – 152°

4:12 – 143°

5:12 – 135°

6:12 – 127°

7:12 – 120°

8:12 – 113°

1 – Dimension each segment

2 – Label degrees of each angle

3 – Use degrees on the inside of the angle from line

4 – Indicate painted side with an arrow

5 – Cost is calculated by total girth

0

20°

30°

40°

50°

60°

70°
80°

90°

170°

160°

150°

140°

130°

120°

110°

100°

180°

10°

0

20°

30°

40°

50°

60°

70°
80°

90°

170°

160°

150°

140°

130°

120°

110°

100°

180°

10°

128°  8:12

123°  7:12

119°  6:12

113°  5:12

109°  4:12

104°  3:12

100°  2:12

95°  1:12

Eave Angle

90°  Flat

128°  8:12

123°  7:12

119°  6:12

113°  5:12

109°  4:12

104°  3:12

100°  2:12

95°  1:12

Eave Angle

90°  Flat

128°  8:12

123°  7:12

119°  6:12

113°  5:12

109°  4:12

104°  3:12

100°  2:12

95°  1:12

Eave Angle

90°  Flat

Application
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NOTE: Price per inch is for representation only and is not a to be used as a sale price. Other sizes may be available. Certain colors 

may be limited in width. Please ask an associate for details. For the most current information visit our website.

Special Trim
How to Order Special Trim

Draw each segment as 

accurately as possible to the 

actual dimensions and angles.

Indicate any hems that may be 

needed with the size of the hem 

desired.

- Price is based on the total girth of the trim before any bends.

- All trim is rounded to the nearest even inch starting at 4" and up to 44" depending on the gauge.

- Special trim is priced by multiplying the girth (in inches) x the price per inch x the length (in feet).

  Example: 4" x $0.10 (inch) x 10' = $4.00 per piece

12” x $0.10 (inch) x 14' = $16.80 per piece

- Invoices will be itemized in 10' sections. 

  Example: 1 - 14' will be shown as 1.4 Special Trim

4 - 12' will be shown as 4.8 Special Trim

- Available in 10', 12', 14', 16', 18' lengths.

- 29 and 26 gauge available.

Indicate the painted or 

finished side with an arrow.

Label all segments with the 

desired length in inches.

6 ½"

1"

1" ½” Hem

6 ½"

1"

1"

½” Hem

6 ½"

1"

1"

115
o

115
o

135
o

135
o

135
o

135
o

½” Hem

6 ½"

1"

1"

115
o

115
o

Specify the gauge, how many 

needed and the color or finish 

along with the length.  

135
o

135
o

135
o

135
o

½” Hem

6 ½"

1"

1"

3"

115
o

115
o

29ga.    13 - Green -14'-0"

3"3"

3"3"

Label all angles and use 

degrees on the inside of the 

angle from the line.

Calculation and pricing
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NOTE: Please ask an associate for details. For the most current information visit our website.

Building Packages

Post Frame or Stud Frame   Treated skirt boards

Wood trusses   All necessary lumber

Insulation   Vented soffit   Gutter systems   Cupolas

Skylights   Sliding doors   Entry doors

All required fasteners   Steel trim 

 Completely Custom designs   Detailed layouts

Cut lists   Full set of installation instructions

Job-site delivery available

33
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NOTE: Please ask an associate for details. For the most current information visit our website.

Building Packages

Page - 35

Design the perfect building to meet YOUR needs.

From the smallest storage shed to Garages and show-

quality Horse Barns, the only limit to what we can 

design is your imagination.

Let us save you time, money, and stress.

Call or come in for a quote today!

Garage/Storage building

Picnic Shelter

Multi-purpose Barn
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Date:

Color
Ft.

Length

Order Form
P.O. / Job Name:Company Name:

Panel Type

Qty

    Mac-Rib         Hi-Rib              Mac-Loc

Item

Ridge Cap 10'-6"

 #1           10 Year

Side Wall 10'

Drip Edge 10'

Base Angle 10'

J – Channel 10'

Z – Bar 10'

Jeff Channel for  

Metal or Soffit

1½" Door 

Post/Facia Trim

Corner 12'

Corner 14'

Corner 16'

Corner 18'

Mini Corner 10'

Mini Corner 12'

Mini Corner 14'

Mini Corner 16'

Mini Corner 18'

W – Valley 10'

In.

Panel Grade

Qty Qty ItemColor

Gambrel 10'

Wood Screw 1"

Wood Screw 

1½"

Wood Screw 2"

Metal/Metal 

Screw 1¼"

Stitch 

Screw ¾"

Outside 

Closure

Low Profile 

Vented Closure

Uniseal

Mastic ⅜" or ¾" 

Overhead 

Door Trim 10'

Rat Guard 10'

3½" Door 

Post/Facia Trim

5½" Door 

Post/Facia Trim

7¼" Door 

Post/Facia Trim

Transition 10'

Track Cover 10'

Gable Trim 10'

Foil/White 

Insulation 6x125

Special Trim

Panel Description Trim, Screws & Accessories

Corner 10'

Color
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